Sprava S/W funkci
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KDS Sprava S/W funkci @i‘l’

Sprava S/W funkci umozniuje dle nabidky dané fidici jednotky oviadat dodate¢né
funkce jako reset naucenych hodnot, zapis kodl vstfikovacu CRDi apod.

(1) Pozor

< Nepouzivejte zadné systémové tlacitka tabletu béhem pouzivani této
funkce.

Obrazovka funkce Sprava S/W funkci

OPTIMA(TF)/:

S/W Management

Systems Unfold All

M Unleaded EOBD

= System Identification

= ECU Mapping Verification

= Resetting Adaptive Values

= Auto Detected Configuration Reset
= Read VIN

= Write VIN

= Cylinder Power Balance(Option)

= CVVT Test

m CKP CMP Signal Test
W Unleaded GEN
B Leaded All
W Automatic Transaxle
W Electronic Stability Program
m EPB
M Airbag(Event #1)

W Airbag(Event #2)

Do not touch any system buttons while performing this function.



Menu spravy S/W funkci

Menu spravy S/W funkci nabizi dvé zalozky. Mozné je vybrat spravu k vyménénému
komponentu nebo zvolit cely systém.

® Nabidka Systém ® Nabidka Komponent

OPTIMA(TF)/2013/G 2.4 DOH..

OPTIMA(TF)/2013/G 2.4 DOH..
M HOME online ) vy W@ - ™ HOME Online vay @ [
S/W Management S/W Management

Systems Components Unfold All Systems Components Ll
B Unleaded EOBD ® Unleaded EOBD 2
m System Identification 5] B Unleaded GEN W

u ECU Mapping Verification 5]
W Leaded All L]

® Resetting Adaptive Values #
® Auto Detected Configuration Reset a8 DI [ 2l ®
u Read VIN g8 B Electronic Stability Program @

= Write VIN 5|
W EPB L}

m Cylinder Power Balance(Option) =]
@R g W Airbag(Event #1) ®
" CKP CMP Signal Test =] m Airbag(Event #2) ®
® Unleaded GEN L] B Air Conditioner ®
u Leaded All ® B Motor Driven Power Steering ®
B Automatic Transaxle ® m Tire Pressure Monitoring ®
W Electronic Stability Program ® W Smart Parking Assist System ®
m EPB ® W Lane Keeping Assist System ®
m Airbag(Event #1) # ® Auto Headlamp Leveling(GEN) ®
B Airbag(Event #2) ¥ W Auto Headlamp Leveling(EURO) ®

Do not touch any system buttons while performing this function. Do not touch any system buttons while performing this function.



Pokud uzivatel stiskne rozbalovaci tlaCitko daného rfadku, je zobrazena celkova
nabidka S/W funkci.

® Seznam vsech polozek ® Rozbalena nabidka

OPTIMA(TF)/2013/G 2.4 DOH. OPTIMA(TF)/2013/G 2.4 DOH..
(TF). (TF) ot @ o

ves @ 3 M HOME Online ra

4 HOME Online

S/W Management S/W Management

Systems Components Fold All

Systems Components Unfold All

B Unleaded EOBD L] W Unleaded EOBD
B Unleaded GEN u = System Identification g
= ECU Mapping Verification =
W Leaded All L] i
= Resetting Adaptive Values E
B Automatic Transaxle L] = Auto Detected Configuration Reset B
| Electronic Stability Program L] = Read VIN =
= Write VIN =
W EPB &
= Cylinder Power Balance(Option) &
W Airbag(Event #1) & » CVVT Test &
| Airbag(Event #2) Ll = CKP CMP Signal Test 5|
W Air Conditioner # mUnleaded CEN
= System Identification &
W Motor Driven Power Steering L}
® ECU Mapping Verification &
i itori 4 q 5
| Tire Pressure Monitoring L] = Resetting Adaptive Values S
W Smart Parking Assist System # = Auto Detected Configuration Reset =)
5 . : = Read VIN E
W Lane Keeping Assist System L]
= Write VIN E
® Auto Headlamp Leveling(GEN 4
P 9(GEN) Y & Cylinder Power Balance(Option) g
B Auto Headlamp Leveling(EURO) ¥ = CVVT Test =
Do not touch any system buttons while performing this function. Do not touch any system buttons while perfoerming this function.



Sprava S/W

T ETE G OPTIMA(TF)/2013/G 2.4 DOH.. Krok1
SN RAE Zvolte Sprava S/W funkci systému vozidla.
C Unfold All v % - v s.0 v v e ~
e e V pfipadé vymény dill pfejdéte na zaloZku
= Unleaded £0BD Komponent a nasledujte zobrazené
u System Identification 8 InStrU kCG
= ECU Mapping Verification =|
= Resetting Adaptive Values 8
= Auto Detected Configuration Reset =]
= Read VIN 5|
 Write VIN 8
u Cylinder Power Balance(Option) =]
® CVVT Test a8
# CKP CMP Signal Test a8
B Unleaded GEN (L]
u Leaded All ®
B Automatic Transaxle ®
W Electronic Stability Program ®
u EPB L
m Airbag(Event #1) ®
® Airbag(Event #2) ®
Do not touch any system buttons while performing this function.

(1) Pozor

@ Chybné provedeni spravy S/W funkci mize mit za nasledek poskozeni
vozu nebo jeho dili.

Zkontrolujte, zda jsou dodrzeny pozadované
podminky zobrazené na dialogovém okné
a stisknéte tlacitko OK.

CAUTION <

Do not touch the system buttons
(like 'Back', 'Home', ‘etc!) while
performing this function.

It may damage ECU.

OK




(1) Pozor

& Nepouzivejte zadna systémova tlaCitka béhem spravy S/W funkci.
Poruseni tohoto mtize mit za nasledek poskozeni ECU.

S/W Management

* Resetting Adaptive Values

To erase learnt values on the PCM/ECM

Purpose after replacing the part.

1.Engine Off

Enable Condition
' 2.Ignition Switch On

PCM/ECM, 02 Sensor, Rail Pressure Sensor,
Concerned Mass Air Flow Sensor, Catalyst Particulate
Component filter, Differential Pressure Sensor, Variable
Swirl Actuator

Concerned DTC

Fail Safe

Etc

0K

Do not touch any system buttons while performing this function.

OPTIMA(TF)/2013/G 2.4 DOH.. o
. vas W [

A Home

S/W Management

® Resetting Adaptive Values

« [ Reset All Adaptive Values |

» [ Condition |

1.1G.On
2. ENG. Off

Press [Reset] button, if you are ready !

Reset Cancel

Do not touch any system buttons while performing this function.

Zobrazeni popisu ke spravé vybrané funkce.

Po kontrole stisknéte tlacitko [OK].

Zkontrolujte stav vozu dle pozZadavki
zobrazenych na obrazovce.



(1) Pozor

& Pokud stav vozidla neni dodrzen, sprava S/W funkci selze.

Zkontrolujte zobrazené informace a stisknéte
tlacitko [OK] pro dokonceni spravy.

Information

Are you sure? (Ok/Cancel)

o[ Condition : IG. On, ENG. Off |

0K Cancel

Po uspésném dokonceni spravy pozadované
S/W funkce je zobrazena informace

0 uspésSném dokonceni. Stisknéte tlacitko
[OK].

Information

It has been completed !!!

Press [OK] button.




