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KDS Méd OBD-Il Cit

Mod OBD Il se pouziva k zobrazeni diagnostickych dat hnaciho ustroji
vozidla. Pfi tomto modu se vyuziva univerzalné stanoveny komunikacni
protokol.

Test pripravenosti

Na obrazovce jsou zobrazeny dostupné testy pfipravenosti. Zobrazena je také
informace o poctu DTC a stavu kontrolky MIL.
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Aktualni data

Méd aktualnich dat zobrazuje hodnoty snimaci/ovladact pohonného Ustroji.

u Selective Display Graph
Sensor Name Meodule ID  Value Unit

Fuel System Status-Bank1 EB OPEN LOOP -
Fuel System Status-Bank2 E8 - -
Calculated Load Value E8 00 %
Engine Coolant Temperature Sensor E8 -40 C
Shert Term Fuel Trim-Bank] ] 00 %
Long Term “uel Trim-Bank1 E8 00 %
Manifold Absolute Pressure Sensor E8 9 kPa
Engine Speed ER 0 RPM
Vehicle Speed EB 0 km/
Ignition Timing Advance for 1 Cylinder E8 ]
Intake Air Temperature Sensor E8 40 C
Absolute Throttle Position Sensor E8 1000 %
Oxygen Sencor Location EB B1S1 -
Oxygen Sensor-Bank1/Sensor2 EB 420 mv
Short Term Fuel Trim-Bank/Sensor2 E8 992 %
0BD Requirament EB oBDI -
Time Since Engine Stan E8 0 Sec
Distance After MIL On Eg 0 km
Command Evaporative Purge E8 27 0%




Zobrazeni aktualnich dat v dobé ulozeni DTC

Zobrazeni aktualnich dat fidici jednotky pohonného ustroji v dobé ulozeni prvniho
zaznamenaného DTC systému.

Diagnostické kody zavad (DTC

Zobrazeni zjisténych DTC fidici jednotky systému pohonného ustroji.
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OBD-II Diagnostic Trouble Code

Rescan All Erase

Code Description Module ID  Status
P0Z22 Threttle/Pedal Fosition Sensor/Switch "B* Circuit Low 1 Pending
P2106 Throttle Actuatar Control System - Forced Limited Pow er [4:3 Pending
P0O123 Throttle!Pedal Fosition Sensor/Switch "A" Circuit High E& Pending
FZ110 Throttle Actuator Control System - Forced Limited RFM 3 Pending
P0193 Fuel Rail Pressure Semscr Circuit High E& Pending
p9129 Llér:(llle‘r‘cdnl Fagition Senser/Switch "D Cireuit Low e Pending
p2127 Ll;r&llle’ Pedal Fosition Sensor/Switch "E” Circuit Low e EEntine
P2104 Throttle Actuatar Control System - Forced Idle E& Pending




Zobrazeni vysledku monitorovaciho testu

Zobrazeni vysledid EOBD monitorovacich testu Fidici jednotky pohonného Ustroji.
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Vehicle Information
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Sledovani vykonosti OBD

Vyrobci vozidla maji za povinnost implementovat pfehled, ktery provadi
sledovani vykonosti systému OBD nasledujicich komponenta:

» Katalyzator

» Pfedni lambda sonda

» Zadni lambda sonda

= Systém odvétrani nadrze

» EGR systém

» Sekundarni systém pfivodu vzduchu

V zobrazeném piehledu je mozné sledovat jednotlivé polozky ECU a pocet
vyskytl, kdy se vyskytly vSechny podminky nezbytné pro konkrétni monitor
detekce poruch.

Sledovat je také mozné pocet zapnuti zapalovani vozidla, tedy pfiblizny
pocet nastartovani motoru. Vyrobce vozidla musi zabezpecit, aby byla data
vykonosti OBD dostupna pfesné v uvedeném poradi.
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Sensor Name Module ID  Value Unit
OBD Monitcring Conditions Encountered Counts E& 410 Count
Ignition Counter E8 1172 Count
Catalyst Mcniter Completion Counts-Bank1 E8 410 Count
Catalys! Mcnitcr Conditions Encountered Gounts-Bank1 E& 410 Count
Catalyst Meniter Completion Counts-Bank? F& 0 Count
Catalys! Meniter Conditions Encountered Counts-Bank2 ES 0 Count
Oxygen Sensor Moniter Complelion Counts Bank] E8 443 Count
g:glen Sensor Monitor Conditicns Encountered Counts £a 410 Count
Oxygen Sensor Moniter Completion Counts Bank2 E8 0 Count
g::ggn Sensor Monitor Conditicns Encountered Counts £s 0 Count
EGR and/or VWWT Monitor Completion Condit on Courts E8 379 Count
EGR and/or VWT Manitor Conditions Encountered Counts E8 410 Count
Air Monitor Campletion Candition Counts ER 0 Count
Air Menitor Conditions Encountered Counts E8 0 Count
EVAP Muonitun Comnpletion Condition Counts E& 61 Count
EVAP Monitor Conditiors Encountered Counts E8 149 Count
g;:ir;dary Oxygen Senszor Monitor Completion Counts 8 418 Count
ggﬁrtlsdggn%](ygen Sensor Monitor Conditions Encountered £8 410 Count
g:&rx'l(;dary Oxygen Sensor Monitor Completion Counts €8 0 Count




