Aktualizace ECU
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KDS  owme G

Funkce pro aktualizaci ROM dat Fidici jednotky (ECU) pro

H zlepSeni funkci vozidla.
\ K dispozici jsou dvé moznosti aktualizace ECU:

e Automaticky méd (Auto Mode)

ECU Upgrade ¢ Manualni méd (Manual Mode)

VENGA(YN)/2011/D 1.4 TCI..

ECU Upgrade
= VENGA(YN) > 2011 > D 1.4 TCI-U2

e

= CAUTION

1. DO NOT start the engine and DO NOT turn the ignition key to the OFF position
during the ECU upgrade.

2. Ensure that the battery is fully charged BEFORE beginning ECU upgrade

3. Confirm the target vehicle/system BEFORE performing a manual/error mode
ECU upgrade.

4. Review the applicable TSB/procedure before performing an ECU upgrade.

5. Make certain that the proper connector mentioned in the related TSB is used.

6. Ensure that any applicable components are replaced BEFORE performing the
ECU upgrade.

7. Confirm the new ROM 1D after performing an ECU upgrade.

8. Do not disconnect the communication with vehicle during upgrading the ECU!

Do not touch any system buttons while performing this function.
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Poznamka

& Modul VCI Il by mél byt spojen s KDS tabletem pomoci USB vodi¢e nebo
pfimym bezdratovym pojenim WIFI Direct pfi vyuzivani funkce aktualizace
ECU. Pokud neni modul VCI Il spravné propojen s KDS tabletem nebo
pokud je problém s komunikaci mezi vozidlem a modulem VCI Il, neni
automaticky ani manualni méd aktualizace ECU aktivni.



Aktualizace ECU — Automaticky moéd

"Automaticky rezim" ¢te ROM ID [identifikacni Cislo paméti ROM (Read-Only
Memory) ze soucasného fidiciho modulu. Toto ROM ID automaticky porovna

s dostupnymi aktualizacemi a zobrazi pouze udalosti, které by mély byt
aktualizovany. Vyberte jednotlivé aktualizace a provedte aktualizaci jednotlivé pro
kazdou ECU samostatné.

(1) Pozor

< Pred spusténim aktualizace si peclivé prostudujte upozornéni zobrazené
na obrazovce KDS.
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Zvolte *Auto Mode

= VENGA(YN) 2011 D 1.4 TCI-U2
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' Information Event List

» CAUTION

1. DO NOT start the engine and DO NOT turn the ignition key to the OFF position
during the ECU upgrade.

2. Ensure that the battery is fully charged BEFORE beginning ECU upgrade.

3. Confirm the target vehicle/system BEFORE performing a manual/error mode
ECU upgrade.

4. Review the applicable TSB/procedure before performing an ECU upgrade.

5. Make certain that the proper connector mentioned in the related TSB is used.

6. Ensure that any applicable components are replaced BEFORE performing the
ECU upgrade.

7. Confirm the new ROM 1D after performing an ECU upgrade.

8. Do not disconnect the communication with vehicle during upgrading the ECU!!

Do not touch any system buttons while performing this function.
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Poznamka

& Pokud neni tabletem nalezen interface VCI, je zobrazena poznamka.

Notice <

L Please wait for Wi-Fi Direct connection
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VENGA(YN)/2011/D

Zvolte systém pro aktualizaci ECU.

VENGA(YN) > 2011

® System

® ROMID
Currently in Vehicle
ID Check
Latest Update
@ Event Group
Previous

» CAUTION

1. DO NOT start the engine and DO NOT turn the ignition key to the OFF position
during the ECU upgrade.
2. Ensure that the battery is fully charged BEFORE beginning ECU upgrade.
3. Confirm the target vehicle/system BEFORE performing a manual/error mode
ECU upgrade.
4, Review the applicable TSB/procedure before performing an ECU upgrade.
5. Make certain that the proper connector mentioned in the related TSB is used
Do not touch any system buttons while performing this function.
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Poznamka

@ Na obrazovce jsou zobrazeny pouze jednotky systému, které podporuji
aktualizaci.

'VENGA(YN)/2011/D 1.4 TCL..

Pokud uzivatel stiskne tlacitko kontroly 1D

& VENGA(YN) > 2011 > D1.4TCI-U2 “ ” A 4 A [
(o ID Check”, systém zobrazi aktualni
® System Y 4 4
¥ a dostupny ROM ID zvoleného systému.
A B
ENGINE EPS
@ ROMID
Currently in Vehicle ( 98YNS02MCWEHIAQ2
E ID Check
Latest Update 9BYNS02MCWEHIA04
@ Event Group TSB
320.YN U2 1.4 HESITAITON IMPROVEMENT
283.YN U2-1.4 ENGINE COMBUSTION NOISE IMPROVEMENT
Previous Upgrade

= CAUTION

1. DO NOT start the engine and DO NOT turn the ignition key to the OFF position
during the ECU upgrade.

2. Ensure that the battery is fully charged BEFORE beginning ECU upgrade.

3. Confirm the target vehicle/system BEFORE performing a manual/error mode
ECU upgrade.

4. Review the applicable TSB/procedure before performing an ECU upgrade.

5. Make certain that the proper connector mentioned in the related TSB is used

Do not touch any system buttons while performing this function.



VENGA(YN)/2011/D 1.4 TCL..
M HOME Online

ECU Upgrade Zkontrolujte  shodu / rozdil v
identifikacnim Cislo paméti ROM

oo (ROM ID).
V zaloZce skupiny udalosti “Event
1D M s - ,
Currently in Vehicle l 98YN502MCWEHIA02 | GrOUp ZVOIte V prlpade noveho
T | oo dostupného softwaru tlacitko Upgrade

@ Event Group TSB

=i VENGA(YN) 2m D 1.4 TCI-U2

=

320.YN U2 1.4 HESITAITON IMPROVEMENT

283.YN U2-1.4 ENGINE COMBUSTION NOISE IMPROVEMENT

Previous Upgrade

' Information

» CAUTION

1. DO NOT start the engine and DO NOT turn the ignition key to the OFF position
during the ECU upgrade.

2. Ensure that the battery is fully charged BEFORE beginning ECU upgrade.

3. Confirm the target vehicle/system BEFORE performing a manual/error mode
ECU upgrade.

4. Review the applicable TSB/procedure before performing an ECU upgrade.

5. Make certain that the proper connector mentioned in the related TSB is used.

Do not touch any system buttons while performing this function.

krok5
Ridte se zobrazenym upozorn&nim
a stisknéte tlacitko [OK].

CAUTION <

Do not touch the system buttons
(like 'Back’, Home', 'etc.) while
performing this function.

It may damage ECU.
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(1) Pozor

# Nedotykejte se ovladacich tladitek tabletu nebo jinak nepfFerusujte
aktualizaci ECU.



ECU Upgrade . v .
Aktualizace ECU zacne automaticky.

& VENGA(YN) > 2011 > D 1.4 TCI-U2

E 320.YN U2 1.4 HESITAITON IMPROVEMENT

ECU Upgrading...(1/2)

ECU is in the process of being upgraded.
Please wait few minute.

® ROM ID

Currently in Vehicle [ 98YN502MCWEHIAD2

Latest Update [ 9BYN502MCWEHIA04

» CAUTION

1. DO NOT start the engine and DO NOT turn the ignition key to the OFF position
during the ECU upgrade.

2. Ensure that the battery is fully charged BEFORE beginning ECU upgrade.

3. Confirm the target vehicle/system BEFORE performing a manual/error mode
ECU upgrade.

Do not touch any system buttons while performing this function.

Krok7
Vypnéte zapalovani na 20 sekund
= VENGAOW) 2011 3 D14 TCl 2 a stisknéte tla¢itko [OK].

E 320.YN U2 1.4 HESITAITON IMPROVEMENT

100%

ECU Upgrading...(2/2)

Turn |G off for 20 seconds and
then back on. Click the OK button to continue.

® ROM ID

Currently in Vehicle [ 98YN502ZMCWEHIA02

Latest Update ( 9BYN502MCWEHIAO4

0K

» CAUTION

1. DO NOT start the engine and DO NOT turn the ignition key to the OFF position
during the ECU upgrade

2. Ensure that the battery is fully charged BEFORE beginning ECU upgrade

3. Confirm the target vehicle/system BEFORE performing a manual/error mode
ECU upgrade.

Do not touch any system buttons while performing this function.



VENGA(YN)/2011/D 1.4 TCI..

M Home

Jakmile je aktualizace ECU hotova,
zkontrolujte shodu cCisel ID ROM.

ECU Upgrade

& VENGA(YN) > 2011 > D1.4TCI-U2

E 320.YN U2 1.4 HESITAITON IMPROVEMENT

Stisknéte tlacitko [OK].

I "Iul ;
Po pfeprogramovani je zobrazena

. D) nabidka vyhledani kodu zavad, které

Succeed mohly  vzniknout pfenosem dat
The ECU Upgrade is successfully finished. v e ’
béhem programovani.

® ROM ID
Currently in Vehicle [ 9BYN502MCWEHIA04 Notice
Latest Update [ 9BYNS02MCWEHIA04
Do you want run Fault Code Searching?
0K
» CAUTION

1. DO NOT start the engine and DO NOT turn the ignition key to the OFF position
during the ECU upgrade

2. Ensure that the battery is fully charged BEFORE beginning ECU upgrade.

3. Confirm the target vehicle/system BEFORE performing a manual/error mode
ECU upgrade.

Do not touch any system buttons while performing this function.



Aktualizace ECU — Manualni moéd

Manualni mod se vyuziva ve zvlastnich pfFipadech, nebo pokud selze funkce
automatického vyhledani aktualizace ECU. Béhem manualniho mddu jsou
zobrazeny vesSkeré dostupné aktualizace pro zvoleny systém vozidla v€etné starSich
verzi softwaru pro nalezené ROM ID vozidla. Uzivatel KDS muze zvolit manualné,
ktera aktualizace bude nahrana do fidici jednotky zvoleného systému vozidla. Jako
ochranu pfed chybnou aktualizaci je nutné zadat heslo pfed spusténim nahravani.
Heslo je uvedeno v servisni informaci (TSB). Pro manualni méd heslo neni
vyzadovano.

(1) Pozor

&  Manualni méd musi byt pouzit jen v pfipadé, ze automaticky méd selze.

& Programovana fridici jednotka ECU muze byt Spatné zvolenou aktualizaci
znicena.

& Pokud automaticky méd selze, vypnéte zapalovani na 10 sekund, poté
zapalovani zapnéte a spust'te manualni méd.

VENGA(YN)/2011/D 1.4 TCI..

A Home ; vz @ 3 Krok1
Zvolte manuaini méd “Manual Mode”

= VENGA(YN) > 2011 D 1.4 TCI-U2

e

' Information Event List

» CAUTION

1. DO NOT start the engine and DO NOT turn the ignition key to the OFF position
during the ECU upgrade.

2. Ensure that the battery is fully charged BEFORE beginning ECU upgrade.

3. Confirm the target vehicle/system BEFORE performing a manual/error mode
ECU upgrade.

4. Review the applicable TSB/procedure before performing an ECU upgrade.

5. Make certain that the proper connector mentioned in the related TSB is used.

6. Ensure that any applicable components are replaced BEFORE performing the
ECU upgrade.

7. Confirm the new ROM |D after performing an ECU upgrade.

8. Do not disconnect the communication with vehicle during upgrading the ECU!

Do not touch any system buttons while performing this function.
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J | Poznamka

& Pokud neni tabletem nalezen interface VCI, je zobrazena nasledujici
obrazovka

Notice

! Please wait for Wi-Fi Direct connection
_/'\

-

< Pred provedenim tohoto kroku musi byt identifikovany.

ECU Upgrade <

Zvolte systém vozidla pro aktualizaci ECU.
&= VENGA(YN) > 2011 > D 1.4 TCI-U2

® System

-

@ Event Group

Latest Update

Previous

' InfDrn]atiO"

» CAUTION

Do not touch any system buttons while performing this function.

.

J | Poznamka

< Na obrazovce jsou zobrazeny pouze jednotky systému, které podporuji
aktualizaci.
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VENGA(YN)/2011/D 1.4 TCI..
M HoME Oniie 25

VCI=

Zvolte aktualizaci, ktera bude nahrana do

= L .
& VENGA(YN) > 2011 > D1.4TCI-U2 ECU (vice informaci nize).
® System
EPS

@ Event Group TSB

354.YN U1.4 DTC(P2459) LOGIC IMPROVEMENT §

320.YN U2 1.4 HESITAITON IMPROVEMENT {2

283.YN U2-1.4 ENGINE COMBUSTION NOISE IMPROVEMENT L

220.YN U1.4 ECM UPGRADE 4

209.YN 1.4 AUTO CRUISE CONTROL LOGIC IMPROVEMENT

YN 1.4 EU5 L/POWER 5MT : 39130-2A311
YN 1.4 EUS5 L/POWER 6MT : 39130-2A362

YN 1.4 EU4 H/POWER 6MT : 39130-2A321

Latest Update 98YN502MCWEHIA02
Previous Upgrade
» CAUTION

Do not touch any system buttons while performing this function.

(1) Pozor

& Zkontrolujte informace o vozidle a Servisni informaci TSB, poté zvolte
prislusny update jednotky vozu.

< Pokud data vozu nejsou spravné k TSB, update muize zpusobit nestabilitu
ECU vozu.
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Zadejte kdd z TSB pro aktualizaci a stisknéte

Password < tlagitko [OK].

A |

Check the TSB

OK

"O:'

Poznamka

& Stisknéte tlacitko Kontrola TSB [Check the TSB] pro otevreni prislusté TSB
popisujici davod uvolnéni updatu ECU.
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Prectéte si upozornéni a stisknéte tlacitko
[OK].

CAUTION <

Do not touch the system buttons
(like 'Back’, ' Home', ‘etc.) while
performing this function.

It may damage ECU.

OK

Aktualizace ECU je nasledné spusténa
= SORENTO(XM) > 2013 > G3.5MPI automatiCky.

E 308.XM FL ECU LOGIC IMPROVEMENT

"I

s
ECU Upgrading...(1/2)
ECU is in the process of being upgraded.
Please wait few minute.

>
@ ROM ID

Currently in Vehicle

Latest Update XMDL35*M2+*BKOAM

' Information _

« CAUTION

1. DO NOT start the engine and DO NOT turn the ignition key to the OFF position
during the ECU upgrade.

2. Ensure that the battery is fully charged BEFORE beginning ECU upgrade.

3. Confirm the target vehicle/system BEFORE performing a manual/error mode
ECU upgrade.

@ Do not touch any system buttons while performing this function.
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(1) Pozor

< Nedotykejte se ovladacich tladitek tabletu nebo jinak nepfFerusujte
aktualizaci ECU.

VENGA(YN)/2011/D 1 =

VCl

oo
Vypnéte zapalovani na 20 sekund

= VENGA(YN) > 2011 > D1.4TCHU2 a stisknéte tlaCitko [OK] pro pokracovani.

@ 209.YN 1.4 AUTO CRUISE CONTROL LOGIC IMPROVEMENT

100%

ECU Upgrading...(2/2)

Turn IG off for 20 seconds and
then back on. Click the OK button to continue.

® ROM ID

Currently in Vehicle

Latest Update 98YN502MCWEHIAD2

0K

« CAUTION

1. DO NOT start the engine and DO NOT turn the ignition key to the OFF position
during the ECU upgrade.

2. Ensure that the battery is fully charged BEFORE beginning ECU upgrade

3. Confirm the target vehicle/system BEFORE performing a manual/error mode
ECU upgrade.

Do not touch any system buttons while performing this function.
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VENGA(YN)/2011/D 1.4 TCI..

M Home

ECU Upgrade <

= VENGA(YN) > 2011 > D 1.4TCI-U2
E 209.YN 1.4 AUTO CRUISE CONTROL LOGIC IMPROVEMENT

100%

Succeed

The ECU Upgrade is successfully finished.

® ROM ID

Currently in Vehicle l 98YN502MCWEHIAD2

Latest Update [ 98YNS02ZMCWEHIAD2

OK

= CAUTION

1. DO NOT start the engine and DO NOT turn the ignition key to the OFF position
during the ECU upgrade.

2. Ensure that the battery is fully charged BEFORE beginning ECU upgrade,

3. Confirm the target vehicle/system BEFORE performing a manual/error mode
ECU upgrade.

Do not touch any system buttons while performing this function.

Jakmile je aktualizace ECU hotova,
zkontrolujte shodu Cisel ID ROM.
Stisknéte tlacitko [OK].

Po pfeprogramovani je zobrazena
nabidka vyhledani kédld zavad, které
mohly  vzniknout pfenosem dat
béhem programovani.

Notice

Do you want run Fault Code Searching?

-14 -



Ziskani nejnovéjsi aktualizace ECU pres internet

Pokud je KDS na internetu, po zvoleni funkce aktualizace softwaru ECU je
zkontrolovana posledni dostupna verze na serveru vyrobce. Pokud je nalezena
novéjSi verze na serveru, dojde k automatickému stazeni nové aktualizace do KDS.

ECU Upgrade

=2 SORENTO(XM) > 2013 > G 3.5 MPI

Event Status
331.XM 2.4 AT AUTO CRUISE IMPROVEMENT (TCU) Downloading

330.XM FL COLD IDLE RPM STABILITY IMPROVEMENT Ready

9 Do not touch any system buttons while performing this function.

(1) Pozor

&
&

Nevypinejte zapalovani béhem aktualizace ECU.

Zkontrolujte stav baterie vozu pred preprogramovanim ECU, pripadné
baterii pIné dobijte.

Pokud pouzivate manualni méd pro aktualizaci ECU, zkontrolujte, ze jste
zvolili spravnou aktualizaci a systém vozu.

Pred preprogramovani ECU zkontrolujte servisni informace a informace o
vyhlasenych kampani.

Zkontrolujte stav vSech pouzitych komponentii KDS pred programovanim
ECU. Pouzijte predepsané adaptéry.

Pokud je to potieba, vymérite poskozené dily pred programovanim ECU.
Zkontrolujte verzi ROM ID po pfeprogramovani.
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