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KDS  Hewitnkee Gt

Tato sekce popisuje zakladni funkce tlaCitek systému KDS.

Zakladni obrazovka
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Tlacitka a ikony horni listy

wrer  Upozornéni KDS & TSB informace
KDs »2015/02/11 Vehicle Diagnosis Number Function and e-Repor.

»2015/02/11 KDS internet update [Ver. M-E-K-01-00-0039]

*2015/02/06 KDS Internet update [Ver. M-E-K-01-00-0038]
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Tlaitka a ikony horni listy
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Vehicle Selection

":] Logout

@ Log-in

Aby byly dostupné vesSkeré funkce systému KDS, je nutné se prihlasit pomoci
uzivatelského jména a hesla portalu GSW.

o 'H Login Uzivatel nepfihlasen
4':] Logout Uzivatel jiz pfihlasen
Login @

Please log-in. (requires Wi-Fi)
If not in range of Wi-Fi, press the back button to the right.
Some functions will be restricted when not logged in.

w o )

® Password [ J

Remember ID Keep Logged in 1 Days

Login

& Stav pripojeni k internetu

Systém KDS je zaloZen na neustalém pfipojeni k internetu pro podporu vSech
diagnostickych funkci. Ikona Online zobrazuje stav pfipojeni.

9 sviti Internet dostupny
Off Line Internet nedostupny




@ Zobrazeni pripojeni VCI/VCI I
Moduly VCI a VCI Il Ize propojit nékolika zpusoby.

e Sviti VIC Il pfipojen pfes Wi-Fi Direct
}B Sviti VCI Il pfipojen pfes Bluetooth.
3} e Sviti VCI/VCI Il pfipojen pres USB kabel.
VCI OFF - VCI/VCI 1l vypnuto
VCI () - Hledani signalu VCI II
o[o) - Deaktivovano hledani signalu VCI Il

W | Pozndmka

- Internet is suspended while searching for VCI II.
- When the VCI Il is in flight recording mode, do not
reconnect as the VCI Il is communicating with the
' Trigger Module.
= - If the VCI Il is in Flight Recording Mode and you
VCl© » vei( need to exit, remove the Trigger Module from
the power outlet




«® Zobrazeni internetové aktualizace

Kdyz je KDS online, je spojen se serverem aktualizaci a automaticky dojde ke

stazeni aktualizaci pfes internet.

L &) OFF

Stav, kdyz je KDS aktualizované

Probiha stazeni poslednich aktualizaci

[4) L &) blika

Z internetu

®

Stazeni aktualizaci je kompletni,

ON " : , o
pfipraveno pro instalaci aktualizaci.

® Zachyceni obrazovky

r,
15 |.+.|

Zachyceni obrazovky (foto), poté je mozné

Zachyceni zapsat poznamky.

Uzivatel muze napsat a ulozit zpravu pomoci funkce kresleni k zachycenému

pohledu obrazovky.

Capture Image
———=— 01T EEERERN

Vehicle Selection
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KDS Update MORE b
KDS »2015/02/11 Vehicle Diagnosis Number Function and e-Repor.

*2015/02/11 KDS internet update [Ver. M-E-K-01-00-0039]

»2015/02/06 KDS Internet update [Ver. M-E-K-01-00-0038]

Fault Code Searching ECU Upgrade

—"- Actuation

H g L | Test
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'-@ m Flight

Record

DTC Data

Analysis Analysis (4] Recorded

Data

S/W Management  Multi Data Analysis OBD-II
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Preparation Hotline Service Info. e-Report
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Zachycenou obrazovku Ize vytisknout bezdratoveé pfipojenou tiskarnou.

o JlacCitko pro uloZeni
zachycené obrazovky

Y

Zachycenou obrazovku Ize ulozit na SD kartu.

O Poznamku

& Pro ulozeni obrazku musi byt vlozena v tabletu SD karta.

o Navrat k preachozi akci )

UZivatel maze ménit tloustku Cary pfi kresleni v zachycené obrazovce.

o lVolba tloustky car T ‘E‘ -

Uzivatel muze ménit barvu pera v kresleni zachycené obrazovky.

e Voaveny MET FEEET TN




Upozornéni &

® Oznameni aktualizace KDS

M

KDs »2015/01/02 KDS Internet Update [Ver. M-E-K-01-00-003

»2014/12/19 KDS Internet Update [Ver. M-E-K-01-00-0

Date
2015/01/02
2014/12/19
2014/12/08
2014/12/05
2014/12/02
2014/11/27
2014/11/27
2014/11/19
2014/11/18
2014/11/14
2014/11/05
2014/10/28
2014/10/21
2014/10/08
2014/10/02

2014/09/25

»2014/12/08 KDS Internet Update [Ver. M-E-K-01-00-00;

Vehicle Selection

KDS Internet Update [Ver,
KDS Internet Update [Ver
KDS Internet Update [Ver
KDS Internet Update [Ver

KDS Internet Update [Ver.

Subject
. M-E-K-01-00-0032]
. M-E-K-01-00-0031]
. M-E-K-01-00-0030]
. M-E-K-01-00-0029]

. M-E-K-01-00-0028]

New Notice Pop-up Message regarding KDS Internet Update

KDS Internet Update [Ver

KDS Internet Update [Ver.

. M-E-K-01-00-0027]

. M-E-K-01-00-0026]

New Bluetooth PIN for VCI I

KDS Internet Update [Ver.
KDS Internet Update [Ver
KDS Internet Update [Ver
KDS Internet Update [Ver
KDS Internet Update [Ver.
KDS Internet Update [Ver.

KDS Intetnet Update [Ver.

. M-E-K-01-00-0025]
- M-E-K-01-00-0024]
. M-E-K-01-00-0023]
- M-E-K-01-00-0022]
. M-E-K-01-00-0021]
- M-E-K-01-00-0019]

. M-E-K-01-00-0018]

Krok1
Kliknéte na zalozku KDS Update a poté
zvolte tlacitko vice [More].

I Step2

Zobrazeni seznamu aktualizaci KDS.



® Seznam TSB

[ 1| Mo Step1

KDs »2014/12/31 U21.1L/1.4L ENGINE ARMORING PROTEC; Kliknéte na zalozku TSB a poté zVolte
»2014/12/29 &#40;REVISED&#41; OCCASIONALY DISC tlacitko vice [MOFG].

»2014/12/29 UM OXYGEN SENSOR REPLACEMENT (FRO!

Vehicle Selection

M Home vc® W -3 Stepz
Zobrazenseznamy TS5

TSB No Date Model Group Subject

KCE14-14-P12..2014/12/31 Passenger-.. Fuel System U2 1.1L / 1.4L ENGINE ARMO...
KFE14-61-V05..2014/12/29 Passenger-.. Steering Syst.. &#40;REVISED&#41; OCCASI...
KCE14-14-P11..2014/12/29 Passenger-.. Fuel System UM OXYGEN SENSOR REPLA...
KCE14-14-E40..2014/12/29 Passenger-.. Fuel System ECM UPGRADE: UMRENGL...
KCE14-91-P29..2014/12/24 Passenger-... Body (Interior.. TF TAXI ABNOMAL NOISE W...
KCE14-12-P24..2014/12/24 Passenger-... Engine Mech... (REVISED)TF TAXI U2-1.7L E...
KGE14-10-P50..2014/12/24 ALL-ALL General Infor... Notification for Update Analy...
KGE14-12-P04..2014/12/19 Passenger-... Engine Mech... DIESEL COMMON RAIL INJE...
KGE14-52-P08..2014/12/19 Passenger-... Automatic Tr... KH 8-SPEED AT CLUTCH DIS...
KGE14-10-P48..2014/12/17 ALL-ALL General Infor... 71st LABOR TIME STANDAR...
KGE14-10-P49..2014/12/17 ALL-ALL General Infor... 67th LABOR TIME STANDAR...
KCE14-12-P23..2014/12/15 Passenger-.. Engine Mech... THETA ENGINE COOLANT LE...
KCE14-52-E07..2014/12/11 Passenger-... Automatic Tr.. TCM UPGRADE : 2014,2015M...
KCE14-14-P09..2014/12/09 Passenger-.. Fuel System R-Engine Slow Response At S..
KCE14-91-V27..2014/12/08 Passenger-... Body (Interior..(REVISED) FRONT SEAT BAC...
KGE14-12-P21..2014/12/08 ALL-ALL Engine Mech... COMMON RAIL DIESEL INJE...
KFE13-41-E01..2014/12/05 Passenger-... Brake System [REVISED] ESP UPGRADE - J...
KGE14-11-P02..2014/12/05 ALL-ALL Engine Electr... (REVISED) INTRODUCTION F...

KFE14-14-E35..2014/12/05 Passenger-.. Fuel System ECM UPGRADE-TA 1.2 MPI K...

\‘l

Poznamka

& Pokud neni zobrazena sekce oznameni, zkontrolujte pripojeni tabletu
k internetu.

MORE

KDs No Information found

Please check Internet connection and Log in




Hlavni nabidka

Fault Code Searching ECU Upgrade

—>—  Actuation

i S
Flight
Record

DTC Data
Analysis Analysis » |l Recorded
Data
5 w S/ \\&, 21
w, !
JWL!
S/W Management | Multi Data Analysis OBD-II

J J J

Fault Code Searching

Tlacitko pro zahajeni ¢teni ulozenych diagnostickych koda zavad
(DTC) ze vSech systému najednou.

DTC
Analysis

Tlacitko pro zahajeni ¢teni DTC z vybraného systému vozidla s
moznosti ziskani diagnostickych postupll a servisnich informaci
(TSB) k zjisténym kodam.




Wy

Data
Analysis

Tlacitko pro zobrazeni aktualnich udaji (vstupl a vystup()
fidicich jednotek.

Tlacitko pro spusténi funkce Fizeni softwarovych funkci.
Dovoluje provadét upravy nastaveni informaci pro jednotlivé

S/W Management systémy.
“-'\ Tlacitko pro spusténi funkce aktualizace ROM dat fidici jednotek

ECU Upgrade

(ECU) pro zlepSeni funkce vozidla.

—>—  Actuation
Test

Tlacitko pro spusténi funkce, ktera dovoluje manualné aktivovat,
deaktivovat nebo meénit nastaveni ovladacu systému Ffizenych
pomoci ECU.

Flight
Record

REC

TlaCitko pro spusténi funkce nahravani dat u ECU do
diagnostického testeru pro néaslednou analyzu Udaji o stavu
vozidla nebo systému.

|| Recorded
Data

TlaCitko pro zobrazeni zachycenych dat u ECU béhem funkce
nahravani.

TlaCitko pro spusténi obecného diagnostického rezimu OBD-II.

Multi Data Analysis

J

Tlagitko pro spusténi funkce zobrazeni aktualnich udaji (vstupl
a vystupl) z rliznych jednotek (ECU) vozidla na jedné obrazovce.
Poznamka: Funkce je dostupna pouze u ECU vyuzivajici ke
komunikaci CAN protokol

-10 -
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Preparation Hotline Service Info. e-Report

@ Priprava
o & Zobrazeni informaci k vozidlu dle VIN, hledani v historii hotline

Preparation g typ() na opravu

Nez mechanik za¢ne udrzbu nebo opravu vozu, muze pod zalozkou Pfiprava zjistit
dostupné servisni informace, zaznamy o hotlinu a informace o voze jako kdéd
imobilizéru a podobné k zadanému VIN vozu.

RIO(UB)/2013/G 1.6 GDI

M HOME Online

Preparation

Vehicle Info

J Vehicle Info Warranty History

— _ —
Basic Information :: KNADM5A39D6111111

Model ID RIO(UB) Model Year 2013
Engine G 1.6 GDI Engine No. G4FDCS308372
ACU Code uB9o CLUSTER

I

Key & PIN Information

Vehicle Information

Key Value
MODEL YEAR 2013 MODEL YEAR
MODEL NAME(2ND BYTE) IH-CAR
DRIVE TYPE LHD
BODY TYPE 5DR
TRIM LEVEL GL
TRANSMISSION TYPE 6 A/T
FUEL TYPE UNLEADED
ENGINE CAPACITY 16 GAMMA

-11 -



® GSW Web

O —<

Pod touto ikonou je dostupny odkaz na GSW stranky pro zapsani hotline, ziskani

informaci z pfiru¢ek a podobné.

Tlacitko pro spusténi portalu GSW.

C A https//www kia-hotline.com/euro5/login.til

Ty

YRR

We|c0me‘ Global Service Way

Please Log In Select Language  English -

User D

Togin

15 your ID locked ?

Forgot your ID?

Ifyour D s lacked you should use the
or contact the
administrator.

Regulation Information {For Customer)

SUPPORTED
BROWSER

eeeo

239
©° | orrmzamonsrowser

Closed Welcome to Google Chrome:

* Access for independent repairers BETA

Note

Some sections of this web site will require Adobe
SVG Viewer, Adobe Acrobat Reader and Macromedia
Flash Player If these plugins are not installed on your
computer please Click here SVG Viewer, Acrobat
Reader

* System Requirements

Windows XP, Vista, 7, 8, 1GB RAM, 1024x768 video
resolution, Internet Explorer 8-9, High-Speed (1M or
greater) Internet connection, Full-Screen Mode
(press F11 in Internet Explorer) is recommended for
best viewing

* Password must be more than 8 characters
containing numeric and capital letters. It
should not be same with previous password
oruser ID.

Brake Manual > |l CEDoC >

Brake Manual Disclaimer

Performing maintenance work on a vehicle can be
dangerous. You can be seriously injured while
performing some maintenance procedures. If you
lack sufficient Knowledge and experience or the
proper tools and equipment to do the work, we
recommend that the system be serviced by an
authorized dealer.

-mail : Administrator

-12 -



@ Servisni informace
Pod touto ikonou je mozné zobrazit dilenské pfFirucky k zvolenému vozidlu.

9 L Zobrazeni pfirucky pro DTC, vymény komponentu, elektricky

= . L e N
Service lnfo. schémata, klempifska pfiru¢ka a podobné.

o Pristup pomoci ikony v |iSté hlavni obrazovky

RIO(UB)/2013/G 1.6 GDI
<) Logout m vee 8 &3 ue) 5

TR ﬁ Service Information

KDs = 2015/02/11 Vehicle Diagnosis Number Function and e-Repor.
O I

*2015/02/06 KDS Internet update [Ver. M-E-K-01-00-0038]

SHOP ETM DTC Replacement >

# G1.6GDI

& Airbag > Airbag(Event #1)

! | !5 # Air Conditioner > Air Conditioner
& Body Control > Body Control Module(EURO)

—
ECU Upgrade & Body Control > Body Control Module(GEN)

. Brake > ABS/ESP

— - Actuation # Engine > Unleaded All

BjijiB Test
& Immobilizer > Immobilizer

. & Smart Key > Smart Key Code Saving(Button)
l Flight
= Record # Smart Key > Smart Key Unit

& Steering > Motor driven Power Steering

e Data Recorded
Anawsis Anawsis > “ Data # TPMS > Tire Pressure Monitoring
# Transmission > Automatic Transaxle
-
\ P 2
. Y JOU
i \
S/W Management  Multi Data Analysis 0BD-II
@ The Power to Surpri

Q= 4| =.
Preparation Hotline More Service Info.§ e-Report

-13 -



o Pristup pretaZenim prstu zl/eva doprava na hlavni

obrazovce

CERATO/FORTE../2014/G 1.8 MPI
‘a Logout

MORE b

ricle Diagnosis Number Function and e-Repor.

S internet update [Ver. M-E-K-01-00-0039] n m

S Internet update [Ver. M-E-K-01-00-0038]

# G1.8MPI
te & General Information
$ W & Engine Mechanical System
v)
=) & Engine Electrical System
=
— ——

& Emission Control System
.
’

hmg ECU Upgrade

v Eniine Control / Fiiel System

& Clutch System

# Manual Transaxle Sy )

¥ Automatic Tran/ lem

# Drivesh
% Suspe|

i Steerin

Data
1alysis

# Restraint

% Brake Syst

. Body (Inte..ur and Exterior)
& Body Electrical System

ata Analysis OBD-II & Heating,Ventilation, Air Conditionir

+ Power to Surprise

EIR 4O &g
Service Info.  e-Report

-14 -



@ e-Report

e E@ Funkce pro nahrani diagnostickych dat vozidla VDN
e-Report  (pro garanéni ucely)

e - gerwEll Kokt

[ o5 upase | — Zvolte: ikonu Dealer v listé spodni nabidky
KDs »2015/02/11 Vehicle Diagnosis Number Function and e-Repor. hlavnl ObraZOka

»2015/02/11 KDS internet update [Ver, M-E-K-01-00-0039]

> 2015/02/06 KDS Internet update [Ver. M-E-K-01-00-0038]

u

L T—

ECU Upgrade

—~ " Actuation
Test

l Flight
i Record

{\ L
e =i
£ 2 S O3 a
nternet Update Firmware Update Module Connection Auto VIN Config
[ Tw N1 5
SCe ({] 3
Unit of measure Server User's Guide Dealer

Camera

Zvolte [ON] pro aktivaci funkce VDN.

® Vehicle Diagnosis Number OFF

# Distributor Code |
@ Dealer Code ‘
® User Information

* Region * Maker KME

* D ® Name
® Tel. ® E-Mail

® Address | ]

=15 -



CERATO/FORTE../2014/G 1.8 MPI
™ Home - va@ W 9
Dealer <
® Vehicle Diagnosis Number @ ON OFF
* Distributor Code AOTAA |
# Dealer Code 12345

® User Information

® Region ( * Maker KME

* ID ® Name I ‘
ool | o EMail | |
® Address ’ j

® Diagnostic Program(Tablet)

m it Deutech

espaiiol Italiano EAANviIKA
Cestina PYCCKHI A3BIK Tiirkge
Polski Portugués Buarapcku
Magyar Romana

’
~

Poznamka

q

Vlozte kéd distributora a dealera a stisknéte
tlacitko [Ulozit].

Kédy vychazeji z uzivatelského kédu pro prihlaseni na portal GSW,

ktery se sklada z kédu distributora a dealera.

<Priklad>

GSW uzivatelsky kéd: C24VACZ123
- Kéd distributora: prvnich pét pozic (C24VA)
- Kod dealera: poslednich pét pozic (CZ123)

-16 -



M HOME Online wio B 3 KI’Ok4

Vehicle Selection Vlozte VIN a stisknéte [OK]
KNAFX4AGXES123456 Q ] i & w0 (5

CARNIVAL/SEDONA(VQ)

CARNIVAL/SEDONA(YP)
Cee'd(ED) F1.6 MPI
Cee'd(JD) G1.6GDI
CERATO(LD) G 1.6 MPI

CERATO/FORTE(TD) 2015 G1.6TCI GDI

CERATO/FORTE(YD) H:N 44“ G1.8MPI

CLARUS(FE) 2013 G2.0GDI

ENTERPRISE(DB) G 2.0 MPI

JOICE(NO)

K2500/K2700/K3000/K3000S(PU)

MOHAVE/BORREGO(HM)

OPIRUS(GH)

0K

CERATDIFCIHTEJZDI 4/G 1.8 MPI

Ve g Kod VDN je vytvoren. Stisknéte «
= a diagnostikujte vozidlo.

Vehicle Diagnosis Number has been created.
= VDN

AD1AA123451502120011

Y .. WA Kroké

Po dokonceni diagnostiky naleznete kéd
i B VDN v seznamu VDN kodu.

A (2] N WA ARV QPSS 119 PSS 41T
T B bt Gata alirm n o seras 13 Sourboey e oderw i bt § m

eReport Case List

2astcles

-17 -



& Konfigurace

Q

Internet Update

[ 1w
> [ ]

Unit of measure

Camera

S

Firmware Update

~—
&

Server

=k

Auto VIN Config

2

User's Guide

L5

Module Connection

Dealer

a

Internet Update

Aktualizace pres
internet

Funkce aktualizace pres internet zajistuje
neustale aktualni software KDS

<
Sy

Firmware Update

Aktualizace
firmwaru

Funkce pro aktualizaci modull pfipojenych
k tabletu systému KDS (modul VCI, VCI Il
a TPMS)

3

Module Connection

Spojeni modulu

Funkce pro spravu parovani modua VCI
a TPMS s KDS tabletem.

=0

Auto VIN Config

Nastaveni funkce
auto VIN

Funkce pro aktivaci / deaktivaci funkce auto
VIN (Automatické rozeznani VIN vozidla)

[kmn ]wy L . .
] M&rné jednotky Nva.stavenl mérnych jednotek dle pfednosti
Unit of measure uzivatele.
l" Nastaveni URL pro WEB pfipojeni (portal
Server GSW a aktualizace S/W systému KDS pres

Server

internet).

-18 -




. Uzivatelska .. C e ;
e v UzZivatelska pfirucka systému KDS.
User's Guide pr“"ucka
32 Nastaveni informaci o dealerovi a nastaveni
Dealer . .
Dealer jazyka systemu.
Fotoaparat Funkce pro pofizeni fotografii.

Camera

-19-




KDS KDS zakladni ovladani @i‘l’

Ovladani dotykem prstu

Tablet uzivatel ovlada pomoci dotyku nebo pohybu prstu nebo prstli po dotykové
obrazovce.

@ Klepnuti

Klepnéte jednim prstem na obrazovku pro aktivaci pozadované funkce nebo pro
zadani textu.

-20 -



& Pretazeni
Chcete-li pfesunout ikonu, miniaturu, nebo nahled na nové umisténi, klepnéte
a podrzte jej a pretahnéte do cilové pozice

* Funkce vyhleaavani
o Funkce Servisnim prlruckam

-21 -



® Zvétseni / zmenseni

Roztahnéte dva prsty od sebe nebo k sobé pro zvétSeni nebo zmenseni Casti
weboveé stranky, mapy nebo obrazku.

o ZiteCné ve funkci Servisnich prirucek a v zobrazeni
aktualnich hoanot ridicich jeanotek

Zmenseni Zvétseni

-22 -



Tlacitka podpurnych funkci

@ Tlaéitko Exit (vystup)

Ukoncete funkci

® Ovladaci tlac¢itka pro zménu zobrazeni obrazovky

~ A e xs . : : ,
Ovladaci tlaCitka pro zménu velikosti zobrazeni.

<® Maximalni velikost zobrazeni

Systém KDS umozniuje zobrazeni vice informaci na jedné obrazovce v jedné chuvili.
Pokud pozadujete zobrazeni pouze jedné Casti z téchto informaci na celé obrazovce
tabletu, stisknéte prstem tlacitko pro ovladani zobrazeni obrazovky a provedte
pohyb prstem dle instrukci na obrazku nize.

OPTIMA(TF)/2014/G 2.4 MPI
Engine

OPTIMA(TF)/2014/G 2.4 MPI
Engine

Actuation Test

® Testitem

Engine Check Lamp(MIL) +

Canister Shut Off Valve(OBD-2 Only) {3

Fuel Pump Relay ¥

A/C Compressor Relay ¥

Canister Shut Off Valve Clocked(OBD-2 Only) L

Fan Motor Control-High Speed +

Fan Motor Control-Low Speed L

Main Relay LS

Canister Purge Valve ¥

0il Control Valve - Intake Bank1 ¢
* Testitem

0il Control Valve - Exhaust Bank 1(0ption) ¥
Engine Check Lamp(MIL) ¥

Ignition Coil Enable/Disable-#1 ¥
Canister Shut Off Valve(OBD-2 Only) L

Ignition Coil Enable/Disable-#2 ¥
Fuel Pump Relay L

Ignition Coil Enable/Disable-#3 i
A/C Compressor Relay {3

Ignition Coil Enable/Disable-#4 i
Canister Shut Off Valve Clocked(OBD-2 Only) +

Injector Disable-Cylinder 1 ¥
Fan Motor Control-High Speed ¥

Injector Disable-Cylinder 2 4
Fan Motor Control-Low Speed L

Injector Disable-Cylinder 3 ¥
Main Relay ¥

Injector Disable-Cylinder 4 i
Canister Purge Valve ¥

ETC Motor ¥

-23 -



<® Minimalni velikost zobrazeni

Pokud pozadujete minimalizaci zobrazeni, stisknéte prstem tlaCitko pro ovladani
zobrazeni obrazovky a provedte pohyb prstem dle instrukci na obrazku nize

OPTIMA(TF)/2014/G 2.4 MPI
Engine

OPTIMA(TF)/2014/G 2.4 MPI
Engine

Data Analysis Data Analysis

Stop Text Item Selection Reset Min.Max = » Stop Text Item Selection ResetMin.Max = »
MAX: 11.2 @ MAX 112 @
1n.2v ey
MIN: 11.2
MAX:11.2 @ MIN: 11.2
1n.2v MAX: 11.2 @
MIN:11.2 1.2V
MAX 0
DR @ MIN: 11.2
MAX: 0 @
MIN: 0
MAX: 0.0 @ 0RPM
MIN: O
MAX: 0.0 @
Actyatiol oo
® Test item
MIN: 0.0
Engine Check Lamp(MIL) MAX: 100.0 @
Canister Shut Off Valve(OBD-2 Only) 100.0 hPa
Fuel Pump Relay MIN: 100.0
MAX. 5.0
A/C Compressor Relay ne @
50V
Canister Shut Off Valve Clocked(OBD-Z O,
]
Fan Motor Control-High Speed MIN- 50
MAX: -39.8
Fan Motor Control-Low Speed @
-39.8'C
Main Relay
MIN: -39.8
Canister Purge Valve ~ 0
Actuation Test Q
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& Primy pristup k diagnostickym funkcim KDS
E Systém KDS umoznuje rychly pristup k dalSim diagnostickym

funkcim bez nutnosti vstupu na zakladni obrazovku systému.

Toto tlacitko je umisténo na pravé strané obrazovky v fadku zvolené funkce.

Pro rychly pFistup jsou dostupné tyto funkce:

* & o o

Kontrola DTC
Analyza dat

Test ovladani
Sprava S/W funkci

OPTIMA(TF)/2014/G 2.4 MPI
Engine

Data Analysis EH

@ Data Analysis

—"w— Actuation Test
ﬁ S/W Management

nav

MIN: 11.2

® @

MAX: 0

0 RPM

MIN: O
MAX. 0.0

0.0V

MIN: 0.0
MAX: 100.0

X & X @

100.0 hPa

MIN: 100.0
MAX: 5.0

5.0V

MIN: 5.0
MAX: -39 .8

-39.8'C

MIN: -39.8

M- 36 ¥

Actuation Test
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Komunikacéni spojeni e
KDS diagnostickych komponent @ﬂ'

Systém KDS umozniuje bezdratovou komunikaci mezi komponenty systému. Tuto
komunikaci je nutné nejdfive nastavit pomoci parovani.

Pripojeni VCI I

& Priprava pred parovanim

téci

Nepfripojujte spous
tlacitko nahravani

U | Pozndamka

< Pripojte modul VCI Il do diagnostické zasuvky. Tim bude modul napajen
a pripraven na spojeni s tabletem pres primé bezdratové pripojeni WiFi
Direct.
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® Nastaveni bezdratového pripojeni modulu VCI Il

Krok1

Module Connection 4l Zapnéte na tabletu Wifi a Bluetooth. Zapnéte
systtm KDS a ve spodni c&asti zakladni
obrazovky zvolte konfigurace. Nasledné
O | - | zvolte ikonu pfipojeni moduld. Pro pfipojeni
' modulu VCI Il zvolte zalozku VCI Il

« Solec 4 VO or connection, a stisknéte ikonu pro vyhledavani.

vein State

Refreshing List

Enter PIN{0000) when you set VCI Il connection

Please Wait..

6 VCl 1l Module should be turned on.

If VCI Il is connected to Trigger Module or another
= tablet, the tablet can not detect VCI Il signal.

To detecting signal from VCI Il to tablet, It will take
several seconds.

Krok2

Module Connection Po nalezeni modulu VCI je zobrazeno jeho
sériové Cislo. Zvolte nalezeny modul VCI II
pro zahajeni parovani.

| |

Curentlyconnestedvern [ ﬂ

Informace o Uspésném parovani.

«Select a VCI Il for connection. O} Refresh
[! ] VCI Il connection succeeded
vcin State

VCI_lI_PPD000%4 Found

© vci 1l Module should be turned on.

If VCI 1l is connected to Trigger Module or another
c tablet, the tablet can not detect VCI Il signal.

To detecting signal from VCI Il to tablet, It will take
several seconds.
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Vlozte PIN a stisknéte tlaCitko [OK] pro
blue tooth parovani.
Z davodu bezpecnosti je heslo ménéno.

Bluetooth pairing request

I UZivatel maze PIN zjistit na portalu GSW.
VCI_lI_PP0O00094

Enter that device's PIN:

[

(Try 0DDD or 1234)

PIN contsining letters or symbols

Enter PIN on other device as well

Cancel
To detecting signal from VCI Il to tablet,
it will take several seconds

Please wait.

)

Poznamka

& Pokud selze parovani modulu VCI Il a tabletu pres WiFi Direct, zobrazi se
nasledujici obrazovka
& OK : Opétovna zkouska spojeni

Notice &
VCI Il is not connected.

If the VCI Il is connected to the Trigger Module
or another Tablet, this Tablet cannot connect to

the VCI.
Jv Establishing communication between the VCI Il
and the Tablet may take a few seconds.

Please connect VCI Il with USB cable or via wireless.

Set the VCI Il Module connection.
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Module Connection ' ZkontrOIthe, Ze se mOdU| VCI ” pﬁpOj” p‘l‘es
obé bezdratové technologie.

Currently connected VCI Il | $ VCI_II_PP00D094 ] E I
Zobrazeni spojeni
= Select a VCI Il for connection. ﬁ . . .
o - -.-"""'-‘ - Wi-Fi Direct
VCI_II_PP0000S4 Using
Bluetooth

6 vcCi Il Module should be turned on.
If VCI 11 is connected to Trigger Module or another
— tablet, the tablet can not detect VCI Il signal.

To detecting signal from VCI Il to tablet, It will take
several seconds.

& Stavy LED kontrolky modulu VCI Il

VCl Il is powered on but has not yet connected to the tablet.
(For first time set up or if VCI Il fails to communicate, go to
Configuration>Module Connections to setup VCI Il connection)

White

VCI Il is connected to the tablet and communication with the
vehicle.

Green

VCI Il has lost communication.
Disconnect the VCI Il from the OBDII connector and reconnect.

Red

VCl Il is in performing an ECU Upgrade.

Blue

VCI Il'is in Flight Record mode. The VCI Il is only communicating
with the Trigger Module, not the tablet.

(To resume communication with the tablet, disconnect the Trigger
Module from power outlet)

Yellow
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@ Propojeni VCI || USB kabelem

Tablet Ize propojit s modul VCI |l také pomoci kabelu v pfipadé nefunkéniho
bezdratového spojeni.

* Komponemty
- Tablet
- OTG(On The Go) kabel
- VCI 1l USB Cable (P/N : GIXDDCAO002)
- VCIII (P/N : GIXDDMNO001)

S

™\

Propojeni modulu VCI

@ PrFipojeni modulu VCI USB kabelem
Modul VCI se k tabvletu pfipojuje pouze kabelem USB.

* Komponenty
- Tablet

- OTG(On The Go) kabel
- VCI USB Cable (For Tablet PC)

aars
+ =
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Propojeni modulu VCI Il a modulu spoustéciho tlacitka

nahravani

Spoustéci tlacitko nahravani a modul VCI Il musi byt bezdratové spojeny pro
zajisténi spravné funkce nahravani dat. Moduly jsou propojeny technologii bluetooth
a parovani se provadi nasledovné:

% Priprava

Zasuvka
zapalovace

~

Poznamka

& Modul VCI Il musi byt pripojen do diagnostického OBD-II konektoru
vozidla. Tim je zajiSténo napajeni a aktivace modulu.

& Pokud je spoustéci tlacitko nahravani pfripojeno k napajeni (v zasuvce
zapalovace nebo zasuvce 12V), je modul pripraven k pouzivani
a k parovani.

@ Upozornéni

< VCI Il musi byt pfipojené ke konektoru OBD-Il ve voze.

& Spoustéci tlaCitko je napajené ze zasuvky zapalovace. Jakmile je
spoustéci tlacitko napajené, automaticky za¢ne bezdratové vyhledavat
modul VCI II.
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~

Poznamka

Notice

® Pairing between VCI Il & Trigger Module

Power ON
Please power up the trigger module and Press the [Enter] button on the trigger
VCIIIL module for more than 3 seconds.

}ﬁ

Bluetooth pairing takes about 40

Press the 'Pairing switch' on VCI Il for seconds.
more than 1 second. LED will illuminate in green when
completed.

If [Enter] button is not illuminated in green, retry from No.1.

Postup parovani mezi modulem VCI Il a module spoustéciho tlaCitka nahravani

Postupujte pfesné dle nize uvedeného postupu. Sparované moduly jiz neni nutné pfi
dalSim pouzivani parovat.

1. Aktivujte moduly pfipojenim k napajeni (diagnosticka zasuvka a zasuvka pro
zapalovac).

2. Stisknéte tlagitko “Enter” na spoustécim tlaitku na dobu vice nez dvé sekundy.

3. V dobé, kdy kontrolka LED pod tlaitkem ENTER blika oranzové, stisknéte tlacitko
“‘Reset” na modulu VCI Il na dobu vice nez dvé sekundy.

4. Pokud je parovani dokonceno uspésné, kontrolka LED pod tlaCitkem ENTER se
rozsviti zelené (pokud ne, opakujte postup od zacatku).
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Parovani modulu bluetooth TPMS a tabletu

K modulu TPMS (modul pro komunikaci se snimaci tlaku v pneumatikach) pfipojte

modul bluetooth TPMS.

CARENS/RONDO../2015/D 1.7 TCI..

Module Connection

Currently paired TPMS BT Adapter ‘ ﬂ

#Selecta TPMS BT Adapter for pairing. Oﬁefre;h

TPMS BT Adapter State

Enter PIN(0000) when you set TPMS Bluetaoth

© - Combine a TPMS Module and Bluetooth Adapter.
- Turn the TPMS Module on.
- After pairing, the state of TPMS BT Adapter
becomes 'Paired’ and it means ready for using TPMS.

CARENS/RONDO../2015/D 1.7 TCI..

Module Connection

Currently paired TPMS BT Adapter l ﬂ

«Selecta TPMS BT Adapter for pairing.

TPMS BT Adapter State

TPMS_BT_PP000024 Found

8 - Combine a TPMS Module and Bluetooth Adapter.
= Turn the TPMS Module on.
- After pairing, the state of TPMS BT Adapter
becomes 'Paired' and it means ready for using TPMS.

Krok1

Zapnéte systtm KDS a ve spodni casti
zakladni obrazovky zvolte konfigurace.
Nasledné zvolte ikonu pfipojeni moduld. Pro
zapnuti modulu TPMS zvolte zalozku TPMS
v systtmu KDS a stisknéte ikonu pro
vyhledavani.

Systém vyhledava.
Refreshing List | €

N

e Please Wait..

Krok2

Po nalezeni modulu TPMS je zobrazeno jeho
sériove Cislo. Zvolte nalezeny modul pro
zahajeni parovani.

| |
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Do zobrazeného okna zadejte kod
a stisknéte OK.

D Vlozte kéd 0000.

Bluetooth pairing request B StiSknéte [O K] )

To pair with:
TPMS_BT_PP000024

Enter that device's PIN:

(Try 0000 or 1234)

PIN containing letters or symbols
Enter PIN on other device as well.

Cancel

CARENS/RONDO../2015/D 1.7 TCI..

A HOME  Online ve® W 3

Krok4

Po dokoncCeni parovani je sériové Cislo
bluetooth modulu TPMS zobrazeno v fadku
soucCasné sparovanych moduld.

Module Connection &

Currently paired TPMS BT Adapter | # TPMS_BT_PP000024 ﬂ

Select a TPMS BT Adapter for pairing. O Refresh
TPMS BT Adapter State
TPMS_BT_PP000024 Paired

@ - Combine a TPMS Module and Bluetooth Adapter.
- Turn the TPMS Module on.
- After pairing, the state of TPMS BT Adapter
becomes 'Paired’ and it means ready for using TPMS.
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KDS Zakladni ovladani @i‘l’

Pokud chcete vyuzivat systém KDS v plném rozsahu, je nutné se po spusténi

systému nejdfive pfihlasit jako GSW uzivatel. Pro ziskani udaji pro pfihlaseni
kontaktujte spravce portalu GSW u dovozce.

Login <+

Please log in. If you don't log in,
some functions will be restricted to use.

*|D

® Password

Remember ID Keep Logged in 1 Days

Login
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Priprava

Po stisknuti tlacitka pfiprava v levém dolnim okraji obrazovky je mozné po zadani
VIN vozidla ziskat detailni informace o vozidle, garanéni historii oprav, feSeni zavad
na portalu hotline nebo ziskat kod pro registraci v systému imobilizéru, airbagu,
pfistrojového Stitu a podobné. K dispozici jsou také informace k vyrobé planzety
klicku dvefi.

® Informace o vozidle

CERATO/FORTE../2013/G 1.6 MPI CERATO/FORTE../2013/G 1.6 MP1

A HOME Onlne verd B 0| | HomE Online veiy W 5
Preparation < Preparation «
Vehicle Info Hot Fix Vehicle Info Hot Fix
Vehicle Info Service histroy Vehicle Info Service histroy
Model ID CERATO/FORTE(YD) Model Year 2013 Repair DaielType Dealerl Claim Mo |0P codelcausal Part Mileage N Cndelc Codellssue No
Engine G 1.6 MPI EngineNo.  G4FGDHE610244 No Data
ACU Code YDOS CLUSTER 10c0

Key & PIN Information
® Key No. # PIN Code

) i ) i ?
Key Value
MODEL YEAR 13 MODEL
MODEL-2ZND BYTE AT
DRIVE TYPE LHD
BODY TYPE 4DR
TRIM LEVEL TOP
TRANSMISSION PACKAGE AT
TRAMSMISSION BAT
FUEL TYPE UNLEADED

-36 -



@ Hot Fix

Uzivatel muze zkontrolovat typy na rychlou opravu (Hot Fix) dle zvoleného vozu.
K dispozici jsou 4 kategorie.

podle DIC

podle projevu (symptomu)
podle model/u

podle kampané

*
*
L 4
L 4

CERATO/FORTE../2013/G 1.6 MPI

Preparation

Vehicle Info Hot Fix

By DTC By Symptom By Model By VIN

TSB Date Model Group Subject
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Vyhledavani

UZivatel maze vyhledavat v riznych kategoriich informaci jako:

® TSB (servisni informace)
@ Campaign (kampané)

® Tech Times (tech. ¢asy)
® DCS (nahradni dily)

® Service Information (servisni prirucky)

- Shop

- ETM

- DTC

- Symptom

& Otevrete obrazovku funkce vyhledavani

Stisknéte prstem hlavni obrazovku a posurite prst doprava.

CARENS/RONDO../2015/D 1.7 TCI...

"J Logout  Online elc] E e
2015 KDS »2015/01/02 KDS Interne

> 2014/12/19 KDS Interne

Group > 2014/12/08 KDS Interne

Case Study

Line Dealer Hot Line

5.1 1 .~ 2015, 01 05

DTC Symptom

L o

S/W Management  Multi Data An

@ The Power
el ...
Preparation Hotline
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& Zadejte slovo k vyhledavani

CERATO/FORTE(YD)

All Bulletin
TSB

Local Case Study

| Subject

All Manual

SHOP

Replacement

Search

English
TSB Local

Distributor Hot Line

Contents. 1995 1

2013

Group

Case Study

Dealer Hot Line

1~ 2015, 01, 05

Symptom

CERATO/FORTE(YD)

All Bulletin
S8

Local Case Study

" Subject

All Manual

SHOP

Replacement

Search

English
TSB Local

Distributor Hot Line

Contents 1995 1
ETM DTC
Compenent

2013

Group

Case Study

Dealer Hot Line

1 ,~ 2015 01 05

Symptom

Zvolte model / modelovy rok

Zvolte pozadovanou oblast
vyhledavani

(servisni informace, dilenska
prirucka, elektricka schémata apod.)
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® Kontrola ziskanych informaci

TSB(65) mpaign(10)  ~h Times(80)  DCS(58) H >

Date Model Subject

Systém zobrazi vysledky vyhledavani v zalozkach
dle kategorie informace.

CARENS/RONDO../2015/D 1.7 TCI..

M HOME Online v W I
Searc
CERATO/FORTE(YD) 2013
| eng Q| ®
TSB Case Local Case
TSB(79) Local(100) Study(100) Study(49) >
Date Subject

2014/07/17 REVISED) LAMBDA ENGINE DRIVE BELT LAYOUT

2014/06/10 GAMMA/ KAPPA ENGINE LIQUID GASKET

2014/04/29 ADDITIONAL INFORMATION WHEN ENGINE OIL LEVEL WARNIN...
2013/06/10 YD Nu 2.0L MPI Engine V-Belt Replacement

2012/07/09  Guideline for battery maintenance at port/dealer

2012/07/09 Guideline for battery maintenance at port/dealer

2012/02/14 SERVICE PRECAUTIONS - ENGINE OIL FILTER REPLACEMENT O.
2012/01/30 Formal Launching of G-scan

2011/12/12 REVISED) NOTIFICATION FOR CHANGE OF TSB TYPE CLASSIFIC...
2011/12/12  CAUTIONS DURING ENGINE OIL CHANGE AND OIL PAN REPLAC...
2011/12/08 SERVICE INFORMATION FOR MDX-670P BATTERY ANALYZER
2011/10/31  R1234YF REFRIGERANT NEWLY APPLIED TO NEW CARS SINCE 2...
2011/08/09 (REVISED)MIL ILLUMINATION WITH DTCS RELATING TO OXYGE...
2011/08/07 NOTICE FOR THE IMPORTANCE OF RESIDUAL ENGINE OIL CLEA...
2011/07/21 ANNOUNCEMENT OF TSB LANGUAGE SWITCHING FUNCTION

2011/07/21  NOTICE OF OLD GDS SOFTWARE TERMINATION
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Dilenské prirucky (Servisni informace)

Funkce pro ziskani informaci o dilenskych postupech pfi servisu vozidla.

® Otevreni obrazovky dilenské priru¢cky
Dotknéte se prstem obrazovky a posunem prstu doleva prejdéte na obrazovku

LY .
dilenskych pfiru¢ek nebo stisknéte ikonu s na hlavni obrazovce KDS.

CERATO/FORTE../2014/G 1.8 MPI

v W 3

nline
MORE b

; R R R SHOP

ricle Diagnosis Number Function and e-Repor.

S internet update [Ver. M-E-K-01-00-0039] n

S Internet update [Ver. M-E-K-01-00-0038]

& G1.8MPI

& General Information

& Engine Mechanical System
& Engine Electrical System

& Emission Control System

:hing ECU Upgrade—~, & Engine Control / Fel Systé
() ==

(CZ
e

# Clutch System

& Manual Transaxle Sy 1

m & Automatic Tran tem
, & Drivesh
. Suspe
Data & Steerir|
‘alysis & Restraint,
& Brake Sys'
m & Body (Inte..ur and Exterior)
p & Body Electrical System
ata Analysis 0BD-II # Heating,Ventilation, Air Conditionir

+ Power to Surprise

m 4 &g
Service Info.  e-Report
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® Kontrola servisnich pfiruc¢ek

Na levé strané obrazovky vyberte ve stromové struktufe obsahu pozZadovanou
kapitolu. Detaily zvolené kapitoly se zobrazi na pravé strané obrazovky.

Pokud kliknete na pravou stranu obrazovky, dojde k zvétSeni této Casti na celou
obrazovku. Po stisknuti tlacitka [B vtakovém zobrazeni se objevi stromova
struktura obsahu.

CERATO/FORTE../2013/G 1.6 MPI CERATO/FORTE../2013/G 1.6 MPI
M HomE vey 8@ 3 M HOME oOnl vy 8 -
L Service Information Service Information «t
ETM DTC AReplacement g SHOP ETM DTC ieplacement g >

«| l Internet > Engine Mechanical System > Engine And Transaxle Assembly > Engine Rq

& G1.6 MPI

& General Information
& Important Safety Notice
& Identification Numbers
#. Warning And Caution Labels

& Lift And Support Points

& Towing

#. Basic Service Symbols
& General Service Information

& Engine Mechanical System

& General Information
& Engine And Transaxle Assembly
#. Engine Cover
# Engine Room Under Cover
& Components and Components Locatiol
7] Repair procedures
& Engine Mounting
& Engine And Transaxle Assembly

& Timing System

#. Cylinder Head Assembly
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® Konfigurace servisnich pfirucéek n

& Aonfigurace
Lze nastavit, kde budou informace servisnich pfiru¢ek vyhledavany.

+ 1% Internet a poté 2" SD karta
¢+ Pouze SD karta

Service Information o)

Configuration ‘ Information in SD card

* Search Location

1st Internet, 2nd SD Card SD Card only
" Language
m Frangais Deutsch
espaiiol Italiano EMANviKa
Cestina PYCCKUI A3bIK Tiirkge
Polski Portugués Bwnrapcku
Magyar Romana

If the information cannot be displayed in the selected language, it will be
displayed in English.

OK
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o /nformace na SD karté

Po stisknuti tlacitka ozubeného kola a nasledné zvoleni zalozky Informace na SD
karté jsou zobrazeny nainstalované pfirucky v tabletu na SD karté.

Service Information >

Configuration Information in SD card L

* Service Information in SD card

English

DTC Guide + Data info. + ETM + Symptom

Shop + Replacement + Component

Vehicle Name Description

CADENZA(VG) [ D | [ s |
CARENS(UN) [ 0 | [ s |
CARENS/RONDO(RP) [ D | [ s |
CARNIVAL/SEDONA(VQ) [ 0 | [ s |

OK
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KDS Zvoleni vozu @if

Vehicle Selection :
‘:'] Logout vecli® @

Xz

ra
L'l

Veskeré funkce KDS jsou dostupné po zadani informaci o vozu.

Automatické vyhledani adaju dle VIN

Data o vozu mohou byt vyhledany automaticky pomoci funkce Auto VIN. V takovém
pfipadé KDS ziska VIN automaticky z fidici jednotky vozu a zada potfebné udaje pro
KDS automaticky.

Tato funkce se aktivuje/deaktivuje v dolni rozbalovaci listé hlavni obrazovky KDS.

Zadani udaju manualnim zadanim VIN

K dispozici jsou dvé moznosti:
& Zadanim vSech 17 pozic VIN cisla
@ Zadanim poslednich Sesti Cisel VIN ¢Cisla

) Logon o B 3 Krok1

— —we gfisknéte tlaGitko Zvoleni vozidla “Vehicle
KDS »2015/02/11 Vehicle Diagnosis Number Function and e-Repor. Selectlon“ V hornl’ éa’st' Obrazovky

»2015/02/11 KDS internet update [Ver. M-E-K-01-00-0039]

»2015/02/06 KDS Internet update [Ver. M-E-K-01-00-0038]

=S

swler (D

Fault Code Searching ECU Upgrade

—"- Actuation
JiF Test

l Flight
HEC Record

DTC el Recorded
Analysis Analysis gl | Iy
5 5
N\ P> x
= O ZBN
S/W Management  Multi Data Analysis OBD-II
@ The Power to Surprise
=~ 4 en

Preparation Hotline Service Info.  e-Report

- 45 -



M HOME Online o= B Kl’Okz

Vehicle Selection + Zapiste poslednich 6 znak( VIN vozidla.
hicle, please insert VIN, Q <« vt O

AVELLA(FV) H 2000 H G 1.3S0HC

BESTA(TP) 1999 G 1.5S0HC

CADENZA(VG) 1998
CARENS(FJ) 1997
CARENS(UN) 1996
CARENS/RONDO(RP) 1995

CARNIVAL/SEDONA(GQ) 1994

OK
CEHATD/FORTE.JZ()'I 4/G 1.8 MPI
NN 4 =B
Preparation Hotline Service Info.  e-Report

.

v Poznamka

& Pro spravnou funkci vyhledani VIN je nutné pripojeni k internetu.

D Zvolte VIN diagnostikovaného vozu.

VIN Search ¢ . . ..
B Stisknéte tlagitko [OK]
VIN Model Year Engine
USYHNS16AEL123456  Cee'd(JD) 2014 D1.6TCIHUZ

KNAKU815BBA123456  SORENTO(XM)

KNAFUGA25A5123456  CERATO/FORTE(TD) 2010 G2.0DOHC
USYFF24238L123456  Cee'd(ED) 2008 G1.6DOHC

KNHMB76137S123456  CARNIVAL/SEDONA(VQ) 2007 D29 WGT
KNCTB241237123456  PREGIO(FF) 2003 D27J2

KNADC2212YS123456  RIO(BC) 2000 G 1.3S0OHC

OK

CERATO/FORTE../2014/G 1.8 MPI

oy

=
Preparation Hotline Service Info.

- 46 -



M HOME Onlin vom 8 [ Kr0k4

, Yehicle Selection - “ Volbu potvrdte tlacitkem [OK].
KNAFX4AGXE5 123456 Q ‘ i g w O
CARNIVAL/SEDONA(VQ)
CARNIVAL/SEDONA(YP)
Cee'd(ED) F1.6MPI
Cee'd(JD) G1.66GDI
CERATO(LD) G 1.6 MPI
CERATO/FORTE(TD) 2015 G 1.6 TCIGDI
CERATO/FORTE(YD) 2014 G 1.8 MPI
CLARUS(FE) 2013 62.06DI
ENTERPRISE(DB) G 2.0 MPI
JOICE(NO)
K2500/K2700/K3000/K3000S(PU)
MOHAVE/BORREGO(HM)
OPIRUS(GH)

0K

CERATD/FORTE..IZDI 4/G 1.8 MPI
(ORI 4 =p
Preparation Hotline Service Info.  e-Report

€] Logout Online

o Krok5

KDS *2015/02/27 KDS Internet update [Ver. M-E-K-01-00-0042]

»2015/02/17 KDS Internet update [Ver. M-E-K-01-00-0041]

Zkontrolujte informace o zvoleném vozidlu.

»2015/02/17 KDS Internet update [Ver. M-E-K-01-00-0040]

Fault Code Searching ECU Upgrade

— = Actuation

Jur Test
-
-~ Flight
@ Record
bTC . Data . Recorded
Analysis Analysis Pl “haa
- Tl >
i
S/W Management  Multi Data Analysis 0BD-II
@ The Power to Surprise
R~ AL ]

==
Preparation Hotline Service Info.  e-Report
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Manualni zadani

Manualni zadani probiha zadanim modelu/modelového roku a motoru manualnim
vybérem.

€] Logout Online - ° e B 3 K’Ok1

MORE b Stisknéte tla¢itko Zvoleni vozidla “Vehicle
»2015/02/11 Vehicle Diagnosis Number Function and e-Repor. . “ r v r .
KDS : i Selection® v horni &asti obrazovky.

+2015/02/11 KDS internet update [Ver. M-E-K-01-00-0039]

»2015/02/06 KDS Internet update [Ver. M-E-K-01-00-0038]

-

e — —

Fault Code Searching ECU Upgrade

q
A

©
e

—"-- Actuation

2 Test
Flight
REC Record
DTC Data
q - R
Analysis Analysis 4! “E‘;ﬁ“"

t

“In = "
: 50 4 @

S/W Management  Multi Data Analysis 0BD-II

@ The Power to Surprise
2= O 4 =B
Preparation Hotline Service Info. e-Report

M HOME Online Vo = o Kl'Okz

Vehicle Selection € Zvolte manualné model.

To Search vehicle, please insert VIN. Q & o O

CARNIVAL/SEDONA(VQ)
CARNIVAL/SEDONA(YP)
Cee'd(ED)
Cee'd(JD)
CERATO(LD)

CERATO/FORTE(TD)

CERATO/FORTE(YD) u 2015 H F 1.6 MPI

CLARUS(FE) 2014 G1.6GDI

ENTERPRISE(DB) 2013 G 1.6 MPI
JOICE(NO) G 1.6 TCIGDI

K2500/K2700/K3000/K3000S(PU) G 1.8 MPI

MOHAVE/BORREGO(HM) G 2.0GDI

OPIRUS(GH) G2.0MPI

OK

CERATOIFORTE.,;'ZDW 4/G 1.8 MPI
08— L =B
Preparation Hotline Service Info.  e-Report
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M HOME Online vz W@ =
Vehicle Selection €
To Search vehicle, please insert VIN. Q ‘ $ A\:';LO 8"
CARNIVAL/SEDONA(VQ)
CARNIVAL/SEDONA(YP)
Cee'd(ED)
Cee'd(JD)
CERATO(LD)
CERATO/FORTE(TD) 2015
CERATO/FORTE(YD) 2014 F 1.6 MPI
CLARUS(FE) 2013 G 1.6 GDI
ENTERPRISE(DB) G 1.6 MPI
JOICE(NO) G 1.6 TCI GDI
K2500/K2700/K3000/K3000S(PU) G 1.8 MPI
MOHAVE/BORREGO(HM) G2.0GDI
OPIRUS(GH) G2.0MPI
OK

CERATOIFDRTE..IZO] 4/G 1.8 MPI
FEC PN L ep
Preparation Hotline Service Info.  e-Report

M HOME online

Vehicle Selection

CARNIVAL/SEDONA(VQ)

CARNIVAL/SEDONA(YP)

Cee'd(ED)

Cee'd(JD)
CERATO(LD)

CERATO/FORTE(TD)

2015

CERATO/FORTE(YD)

H 2014

CLARUS(FE)
ENTERPRISE(DB)

JOICE(NO)

K2500/K2700/K3000/K3000S(PU)

MOHAVE/BORREGO(HM)

OPIRUS(GH)

CER&TO/‘FORTE‘.DO] 4/G 1.8 MPI

£

Preparation Hotline

2013

OK

F 1.6 MPI

G 1.6 GDI

G 1.6 MPI

G2.0GDI

G 2.0 MPI

Q4  eg
Service Info.  e-Report

Zvolte manualné modelovy rok.

Zvolte manualné typ motoru
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A HOME Online

LER I Krok5
i . Pe) . . . , v
Vehicle Selection Stisknéte tlagitko OK pro potvrzeni vaseho
To Search vehicle, please insert VIN. Q omev A\:J]Lu o=

vybéru.

CARNIVAL/SEDONA(VQ)

CARNIVAL/SEDONA(YP)

Cee'd(ED)
Cee'd(JD)

CERATO(LD)

F1.6 MPI
G 1.6 GDI

G 1.6 MPI

CERATO/FORTE(TD) 2015

CERATO/FORTE(YD) H 2014 H

CLARUS(FE) 2013

G 1.6 TCI GDI

G 1.8 MPI

G 2.0 GDI
ENTERPRISE(DB)

G 2.0 MPI
JOICE(NO)
K2500/K2700/K3000/K3000S(PU)
MOHAVE/BORREGO(HM)

OPIRUS(GH)

OK

CER&TU/FDRTE./ZO]MG 1.8 MPI

£ 4 =B
Preparation Hotline Service Info.  e-Report

€) Logout Online

CERATO/FORTE../2014/G 1.8 MPI
. ‘ IR )

oo Krok6

KDs »2015/02/27 KDS Internet update [Ver. M-E-K-01-00-0042]

»2015/02/17 KDS Internet update [Ver. M-E-K-01-00-0041]

Zkontrolujte informace o zvoleném vozidlu.

»2015/02/17 KDS Internet update [Ver. M-E-K-01-00-0040]

) f—
e ——

—

—

Fault Code Searching ECU Upgrade

—“— Actuation
SIS

Test
{! -
@ m l Flight
"~ REC Record
DTC Data
. . Recorded
Analysis Analysis | | I
S i oz
S/W Management = Multi Data Analysis OBD-II
@ The Power to Surprise
FO SIS S D ep
Preparation Hotline Service Info.  e-Report
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KDS Ciit

Konfigurace

V zalozce konfigurace naleznete funkce ke spravé zafizeni KDS.

€] Logout Online

KDS Update

»2015/02/11 Vehicle Diagnosis Number Function and e-Repor.

MORE b

KDS

»2015/02/11 KDS internet update [Ver. M-E-K-01-00-0039]

»2015/02/06 KDS Internet update [Ver. M-E-K-01-00-0038]

- T mmm N
T | SN °
<@i@®y %
- ) M
= ) N\ —
——— |
Fault Code Searching ECU Upgrade
—~ ™« Actuation
Test
Wy
l Flight
¢ REC Record
DTC . —— " Recorded
Analysis Analysis (4 Data
1 = 3
58 B8
S/W Management = Multi Data Analysis 0BD-II
@ The Power to Surprise
=Q 4 =B
Preparation Hotline Service Info.  e-Report

] Logout Online e 8 g

KDS Update

> 2015/02/11 Vehicle Diagnosis Number Function and e-Repor.

MORE b

KDS

»2015/02/11 KDS internet update [Ver. M-E-K-01-00-0039]

> 2015/02/06 KDS Internet update [Ver. M-E-K-01-00-0038]

swi@®r %

———— o —

——— T
Fault Code Searching ECU Upgrade
) — " Actuation

JHF Test

" .

Flight

N Nt L Record

A @

] [ =a

S .
g:\'ﬁﬁ,ﬁ.i

Internet Update Firmware Update Module Connection Auto VIN Config
[om Jwy f¢
> D] 2
Unit of measure Server User's Guide Dealer

Camera
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(i Aktualizace pfes| Funkce aktualizace pfes internet zajiStuje
e internet neustale aktualni software KDS

s : Funkce pro aktualizaci modulld pfipojenych
| AlANIZAGE ktabletu systému KDS (modul VCI, VCI Il a

TPMS)

L2

Module Connection

Spojeni modulu

Funkce pro spravu parovani modua VCIl a TPMS
s KDS tabletem.

Eﬁ“ Nastaveni funkce | Funkce pro aktivaci / deaktivaci funkce auto VIN
e auto VIN (Automatické rozeznani VIN vozidla)
Do Ty , v . . ,
e M&rné jednotky Ngstavenl mérnych jednotek dle prednosti
uzivatele
i‘i Server Nastaveni URL pro WEB pfipojeni (portal GSW
o a aktualizace S/W systému KDS pres internet)
. .
Users Guide Uvz’lvavtelska UzZivatelska pfiru¢ka systému KDS
pfirucka
2 Nastaveni informaci o dealerovi a nastaveni
Dealer . .
jazyka systému
Camera Fotoaparat Funkce pro pofizovani fotografii
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Aktualizace pres internet

@ Funkce aktualizace pfes internet zajiStuje neustale aktualni
N software KDS.

Internet Update

Internet Update <

The latest version has been installed.

# Program Version

Item Tablet Version Server Version
Application M-E-K-01-00-0045 M-E-K-01-00-0045
Diagnosis M-E-K-01-00-0039 M-E-K-01-00-0039
ECU Upgrade M-E-K-01-00-0027 M-E-K-01-00-0027
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® Proces aktualizace pres internet

Pokud se pfipoji tablet na bezdratovou sit WIFI s internetem, probéhne aktualizace

automaticky.
Krok1

K dispozici jsou dva postupy aktualizace pfes internet.

¢+ Pomoci tla¢itka na pravé horni strané hl. obrazovky

¢+ V nabidce spodni liSty hl. obrazovky "

Kps +2015/02/11 Vehicle Diagnosis Number Function and e-Repor.

+2015/02/11 KDS internet update [Ver. M-E-K-01-00-0039]

»2015/02/06 KDS Internet update [Ver. M-E-K-01-00-0038]

seilior %

Fault Code Searching ECU Upgrade

— - Actuation

JHAT Test
O
m l Flight

Record

S E‘@ =ik

Firmware Update Module Connectior Auto VIN Config

®

a

@ tlaCitko horni Casti obrazovky

@ tlacitko nabidky listy
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Internet Update < | Stahovani dat ze serveru do KDS.

Downloading update files,
Please wait a minute.

 Program Version

Item Tablet Version Server Version
Application M-E-K-01-00-0045 M-E-K-01-00-0045
Diagnosis M-E-K-01-00-0038 M-E-K-01-00-0039
ECU Upgrade M-E-K-01-00-0027 M-E-K-01-00-0027
[ |

& Varovani

& Nevypinejte tablet béhem aktualizace
& Nepouzivejte jiné aplikace na tabletu nez KDS béhem aktualizace
& Neovladejte tablet béhem aktualizace
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Stisknutim tlaCitka Instalovat spustite aktualizaci tabletu.

- 56 -

Internet Update Internet Update <
T ‘/ 7 Download completes, Please install > Download completes, Please install
- the latest version and run the ~ the latest version and run the
— ——
® Program Version ® Program Version
Item Tablet Version Server Version Item Tablet Version Server Version
Application M-E-K-01-00-0045 M-E-K-01-00-0045 Application M-E-K-01-00-0045 M-E-K-01-00-0045
Diagnosis M-E-K-01-00-0038 M-E-K-01-00-0039 Diagnosis M-E-K-01-00-0038 M-E-K-01-00-0039
ECU Upgrade M-E-K-01-00-0027 M-E-K-01-00-0027 ECU Upgrade M-E-K-D1-00-0027 M-E-K-01-00-0027
Install Install




Spusténi procesu aktualizace KDS.

K_gitauto.GITM_059.apk installing.

CAUTION!
Do not touch any buttons while performing this function.
rk, data an ged

eption or program update.

Po dokonCeni aktualizace dojde k restartu
KDS.

Loading...

A caution
Internet connection may be interrupted while searching VCI II.

If you are connected to a paid network, data fee can be charged
due to data transmission/reception or program update.

@ The Power to Surprise
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Aktualizace firmwaru

g Funkce pro aktualizaci modull pfipojenych k tabletu systému
KDS (modul VCI, VCI Il a TPMS).

Firmware Update

«® Aktualizace firmwaru VCI

Pro aktualizaci VCI je nutné propojeni s tabletem pomoci USB. VCI modul musi byt
zapnut.

OPTIMA(TF)/2014/G 2.4 MPI

A HOME Online

Firmware Update

& VCI

= VCI Firmware Version —

Current Version Latest Version 01.03

= VCI Il Firmware Version
Current Version 01.52 Latest Version 01.52

@ - vCI Module should be turned on
- Connect with Tablet by USB cable or via wireless.
- Check the firmware version and update it

o TPMS

® TPMS Firmware Version m
Current Version - Latest Version -

@ - Combine a TPMS Module and Bluetooth adapter.
- Supply the power and turn the TPMS Module on.
- Connect with Tablet by Bluetooth
- Do not connect any cable to TPMS.
- Check the firmware version and update it.
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@ Aktualizace firmwaru VCI Il

Pro aktualizaci VCI je nutné propojeni s tabletem pomoci USB nebo bezdratové.
VCI Il modul musi byt zapnut.

OPTIMA(TF)/2014/G 2.4 MPI

A HomE

Firmware Update

& VCI

= VCI Firmware Version
Current Version - | Latest Version 01.03 ‘

= VCI Il Firmware Version [

Current Version 01.50 J Latest Version 01.52 |

@ - vCI Module should be turned on
- Connect with Tablet by USB cable or via wireless.
- Check the firmware version and update it

o TPMS

® TPMS Firmware Version

Current Version - J Latest Version - ‘

o - Combine a TPMS Module and Bluetooth adapter.
- Supply the power and turn the TPMS Module on.
- Connect with Tablet by Bluetooth
- Do not connect any cable to TPMS.
- Check the firmware version and update it.
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@ Aktualizace firmwaru TPMS
Pro aktualizaci VCI je bezdratové propojeni tabletu a modulu TPMS.

TPMS modul musi byt zapnut.

Vehicle Selection

Firmware Update

e VCI

= VCI Firmware Version
Current Version :] Latest Version m
= VCI Il Firmware Version

Cuten version Latestversion (o138

@ - vCI Module should be turned on
- Connect with Tablet by USB cable or via wireless.
- Check the firmware version and update it

* TPMS

* TPMS Firmware Version

curentversin (T ) Laesverin

@ - Combine a TPMS Module and Bluetooth adapter.
- Supply the power and turn the TPMS Module on.
- Connect with Tablet by Bluetooth
- Do not connect any cable to TPMS.
- Check the firmware version and update it

Firmware Update

s VCI

* VCI Firmware Version

Current Version :] Latest Version 01.01
= VCI Il Firmware Version Update

Current Version Latest Version

@ - vCI Module should be turned on
Connect with Tablet by USB cable or via wireless
- Check the firmware version and update it

* TPMS

= TPMS Firmware Version eme——

Current Version 3.0/01.00 Latest Version

@ - Combine a TPMS Module and Bluetooth adapter
= Supply the power and turn the TPMS Module on.
- Connect with Tablet by Bluetaoth
- Do not connect any cable to TPMS,
- Check the firmware version and update it.

Stisknutim tlacitka Kontrola (Check)
zkontrolujte aktualni verzi firmwaru modulu
TPMS a aktualni dostupnou verzi v tabletu pro
aktualizaci.

Stisknéte tlaCitko [Update] pro zacatek
aktualizace.
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Vypnéte modul TPMS, stisknéte tlacitko OK
a postupujte dale dle zobrazenych instrukci.

Notice

To Reinitialize the connection between TPMS and Tablet,
turn OFF TPMS module and press [OK] button.

OK

Zapnéte modul TPMS stisknéte tlacitko OK
a postupujte dle zobrazenych informaci.

To finalize TPMS Firmware update,

turn ON TPMS Module and click [OK] button.

OK
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Firmware Update

e VCI

* VCI Firmware Version

Current Version [:] Latest Version

= VCI Il Firmware Version

Current Version Latest Version

@ - vCI Madule should be turned on
- Connect with Tablet by USB cable or via wireless.
- Check the firmware version and update it.

e« TPMS

= TPMS Firmware Version

Current Version Latest Version

@ - Combine a TPMS Module and Bluetooth adapter.
- Supply the power and turn the TPMS Module on
- Connect with Tablet by Bluetooth.
- Do not connect any cable to TPMS.
- Check the firmware version and update it.

Krok 5
Update TPMS je kompletni.
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Pripojeni modult

E(Io} Tato funkce umoznuje propojeni tabletu a modulu VCI Il a TPMS.

Module Connection

Tato funkce je popsana v pfislusné kapitole tohoto navodu.
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Nastaveni funkce auto VIN

® Automaticka konfigurace VIN

Eﬁﬁ Funkce pro aktivaci / deaktivaci funkce auto VIN

(Automatické rozeznani VIN vozidla).
Auto VIN Config

A HoME Oniine W vy W 9

Auto VIN Config

& Auto VIN

<« -
E@E V;l’No.

o ON

Funkce je zapnuta, tedy funkce umoznuje systému KDS Cist VIN vozu z vozidla pro
automatickou konfiguraci nastaveni KDS.

. OFF

Funkce Auto VIN je vypnuta.
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Mérné jednotky

-kmﬂ;“* Po stisknuti tlaéitka je zobrazena nabidka preferovanych
:
Unit of measure JeanIek-

Vehicle Selection

M HOME Online

Unit of Measure

Data Analysis
® Pressure
kPa | Mpa |
‘ hPa l mmHg I inHg |
‘ mbar ‘ bar I psi |
® Air Rate
\ Ib/h ‘ kg/h |

® Speed

m e | km

® Temperature
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Server

Nastaveni URL pro pripojeni k portalu GSW a aktualizace
E" S/W systému KDS pres internet).

Server

Pripojeni k serveru

@ Server Connection Praxy Setting

# Global Service Way URL https://www_kia-hotline.com

# Internet Update Server URL http://gds.kia.co kr

Reset Save

Nastavte URL pro GSW (Global Service Way)
Global service way URL | Pokud je nastaveni chybné, systém KDS nebude
pracovat spravné

Nastaveni URL pro aktualizace pfes internet

et Uienlae Pokud je nastaveni chybné, systétm KDS nebude

Server URL P
pracovat spravne
Ulozit Tlacitko pro ulozeni vioZzenych URL
Reset TlaCitko pro reset viozenych URL
Pokud uZzivatel pouziva pro pfipojeni k internetu proxy
Proxy nastaveni server, je nutné upravit nastaveni systému KDS

v zaloZce nastaveni Porxy (Proxy setting)
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Nastaveni proxy

Upozornéni
Proxy nastaveni je pouze pro pfipojeni k internetu. Pouzivani nastaveni

proxy se aktivuje zaSkrtnutim volby Proxy ZAP (Proxy ON) v levé horni
Casti obrazovky KDS.

CERATO/FORTE../2014/G 1.8 MPI

™ Home i
Server <
# Server Connection Server Connection
Proxy Off Only use for connecting to the internet via Proxy Server.
® Server IP
*® Port
® UserID
® User password
Reset Save

Pokud uZivatel pouziva proxy server pro pripojeni
k internetu, aktivujte pouZzivani proxy nastaveni.

SUegy 2l V opaénych pfipadech nechte aktivacni pole
neoznacene.

Server IP Zapiste IP proxy serveru

Port Zapiste port proxy serveru

ID uzivatele Zapiste ID uzivatele proxy serveru

Heslo uzivatele Zapiste heslo uzivatele proxy serveru
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Uzivatelska prirucka

Po stisknuti tlagitka je zobrazena prirucka uzivatele
systému KDS

User's Guide

CERATO/FORTE../2014/G 1.8 MPI

vo® W

User's Guide €

M HOME Online

M HOME Online B e B o3

User's Guide e

® Introduction

A\ User's guide is offered as PDF format. It takes more than 10 seconds to execute it.

® Introduction
= Basic Operation
Introduction

= Data Analysis

= DTC Analysis

= S/W Management

= ECU Upgrade «

= Data Record » g
-

= OBD-II

= Hardware
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Dealer

Po stisknuti tlaCitka je k dispozici nastaveni preferovaného
‘x jazyka a informaci o dealerovy véetné aktivace/deaktivace
VDN koédu.

Dealer

Vi : i
M HOME oOnline ehicle Selection vei@ W ]
Dealer o]
® Vehicle Diagnosis Number @ ON OFF
@ Distributor Code { j
® Dealer Code [ j

® User Information

® Region [—-Maker KME
e [ Jeewm [ ]

* Address l J

® Language

* Diagnostic Program(Tablet)

“ P

‘ Deutsch
espaiiol ‘ Italiano ‘ EMAnvika
Cestina ‘ PYCCKNH A3BIK ‘ Tiirkge
Polski ‘ Portugués ‘ BBnrapcku
Magyar ‘ Romana ‘

Save
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